
Special tool steel

Switch lever

Ratchet acti on

Two component ergonomic 
handles

Square crimping mechanism

Spring loaded

Self-Adjusti ng Crimping Pliers for end sleeves (ferrules) with front and lateral 
access



The patented self-adjusti ng Crimping Plier for wire end ferrules with front/side loading allow easy operati on in restricted 
areas. 

The self-adjusti ng full cycle crimp profi le guarantees a precise, fast and reliable crimping of wire end 
ferrules w/ or w/o plasti c collars. Changing over the switch lever the operati on capacity of 
0.08 - 6.0 mm² (similar to AWG 28 - 7) can be extended to a capacity of 10 mm² (similar to AWG 5). 
The lateral opening of the crimp profi le simplifi es the access of wire end ferrules up to 2.5 mm² 
(similar to AWG 14)

 • Ratcheti ng crimping tool
 • For end sleeves (ferrules) and wires from 0.08 to 16 mm² (AWG 28-5)
 • Square crimp profi le with four serrated crimp surfaces
 • Preselecti on of the 2 crimping sizes by a switch lever
 • Lever system with releasable locking mechanism for crimp connecti ons conforming to DIN/EN standard
 • Available with burnished fi nish and ergonomically designed two-component handles
 • For 28 - 5 AWG (similar to 0.08 - 16 mm²)

Self-Adjusti ng Crimping Pliers for end sleeves (ferrules) with front and lateral 
access

Crimping Plier (front loaded)

Max.
Wire 
Cross

0.08 - 16.0 mm² (similar to AWG 
28 - 5)

Length 7 ½“

Weight 1.05 lbs.

Part # R618 088 3 burnished,
4 serrated 
crimp profi les

Crimping Plier (side loaded)

Max.
Wire 
Cross

0.08 - 10.0 mm² (similar to AWG 
28 - 7)

Length 7 ½“

Weight 1.05 lbs.

Part # R618 087 3 burnished, 
6 serrated
crimp profi les

Square Crimp Profi le

Switch leverFront Loaded

Side Loaded
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