
Special tool steel

Ratchet acti on

Two component ergonomic 
handles

High precision 
synchronously-driven indents

Spring loaded



Patented self-adjusti ng ferrule crimping pliers let you make reliable DIN-compliant crimps without worrying about 
adjustments. Available in several models with diff erent crimp profi les and cross-secti on ranges.

 • For crimping of almost all end sleeves (ferrules)
 • Self-adjusti ng adaptati on to the desired wire-end ferrule size: no crimping faults caused by using the wrong die
 • Lateral loading of the end sleeves (ferrules) into the tool
 • Repeti ti ve, high crimping quality due to integral lock (self-releasing mechanism)
 • Crimping pressure has been set precisely (calibrated) in the factory
 • Opti mum transmission of force due to lever acti on for fati gue-reduced operati on
 • High operati on comfort thanks to handy shape and low weight
 • Chrome vanadium electric steel in special quality, oil-hardened

Self-Adjusti ng Crimping Pliers for end sleeves (ferrules) with lateral access

Crimping Plier (square crimp)

Max.
Wire 
Cross

0.08 - 10.0 mm² (similar to AWG 
28 - 6)

Length 7“

Weight 0.84 lbs.

Part # R618 084 3 burnished,
4 serrated 
crimp profi les

Crimping Plier (hexagonal crimp)

Max.
Wire 
Cross

0.08 - 6.0 mm² (similar to AWG 
28 - 10)

Length 7“

Weight 0.84 lbs.

Part # R618 086 3 burnished, 
6 serrated
crimp profi les

Square Crimp Profi le Hexagonal Crimp Profi le
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